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�  SPF insulation has the best insulating R-value of a ny commercially available materials , and 
because it is seamless , is the most efficient and economical method  of regulating internal 
temperatures of buildings (25mm thick SPF  has a minimum R-value of 6 ). 
 

�  Economical, because SPF is self-adhesive, requiring no additional mechanical fastening system. 
 

�  Legal problems with Asbestos are solved  by removing loose fibres and permanently 
sealing/locking in of fibres on roof sheets. No further maintenance is required. 

 
�  Condensation on the underside of roof sheets is eli minated , as the roof sheets are kept close 

to internal ambient temperature. 
 

�  Any gaps between roof sheets are filled and sealed ‘weather-tight’, eliminating potential leaks 
–especially those caused by wind-driven rain. 
 

�  Life span of roof -including roof sheets and fasten ers, is greatly extended,  as it is 
permanently sealed and insulated from the elements and ‘attack’ from fungus and algae . 
Thermal Shock, Corrosion and Microbes are the factors most affecting the life span of roof sheets, 
and all these are eliminated by permanently preserving  (Insulating and Sealing) in a 
continuous layer of SPF Insulation  (see note on Asbestos below) 
 

�  Structural strength  (rigidity) of roof sheets is increased significantly  by adding SPF to it. 
 

�  The specific top-coating over the SPF (e.g. “DURAM Roofkote”) is selected, for its durability. We 
recommend colour White, as it lasts longer than pigmented coatings.  
 

�  No interruption  necessary with normal daily production/ commercial activities underneath . 
 
 
(See further information supplied on disc, of “BASF  Polyurethanes” Spray Polyurethane Foam) 
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Phone:  + 27 21 465 7388 

Fax:      + 27 86 613 9618 

Benlo Schmidt  Mobile +27 82 455 2022 

Nico De Beer Mobile +27 82 461 1318 

info@insuseal.co.za 

www.insuseal.co.za  
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